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INSTRUCTIONS FOR INSTALLING, ADJUSTING
g AND CATALDG INFORNMATION OF THE FURGTION ARMS ,
USED ON THE FURCTION ARM CONTROL ASSEMELY f
OF THE TELETYPE MODEL £6 TYPE WHEEL PAGE PRINTER (BN

Mﬂ&
Installation

To remove or install function arme on the 26 type printer function control assembly
it is necessary to remove the function control aaaemblg from the lower end of the
type wheel shaft. This may be dome by removing the 1269 screw and 2191 lock washer
. which secure the function contrel assembly tc the type wheel shaft, and removing
the assembly through the hole in the bottom of the typing unit mein frame caating.

The functicn arme on the function control assenbly may be removed after the 2199
nut and the 90431 lock washer are removed from the upper end of the assembly.

The function arme being installed should be placed on the function control sleeve
in their proper position. (Bee figure on following page.) In order to make
certain that the proper function arm ie used and that i1t is installed correctly,
the locations of the extensions should be checked against the chart and figure
which form a part of this specification.

Note: It will be necessary to use & new 90431 lock washer when the nut and lock
washer are reassembled on the function arm sleeve.

Adjustmente

When the funetion control assembly is reassembled on the type wheel shaft, adjust
the vertical positicn of the assembly soc that the type wheel shaft has some end
play, not more than .006". When checking this end play, be sure there is some
clearance between the type wheel shaft stop arm and the upper bearing of the shaft,.

The function arms should line up horizontally with their respective function levers.
Adjust by means of shims between the function arm assembly and the bearing.

Catalog of Parte

Catalog information and part numbers of the various function arms are shown 1nrthe
chart that forms a part of this epecification.
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